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SIM CARD 

 ̧ Disable the SIM PIN entry of the SIM card. You can insert the SIM card into 

your mobile phone and follow the instructions of the phone manual to 

disable the SIM PIN entry. 

 ̧ Make sure your SIM card has enough credit. 

 ̧ Make sure your SIM Card is GPRS-enabled (both ways ς to receive data & to 

send data). You can test the GPRS status by inserting the SIM card into your 

mobile phone and testing the web browser. 

 ̧ Please ask your telecom operator to turn off the voicemail, call waiting and 

call forwarding functions of the SIM card. 

 ̧ Please ask your telecom operator to confirm its APN, GPRS User and GPRS 

Password. Please also confirm that your APN can send and receive data by 

UDP protocol 

 ̧ When all the steps with respect to the SIM Card (above) have been 

completed, insert your SIM card into the SIM Card slot on the back of your 

GEO-5. You should hear a small άclickέ sound if the SIM card is properly 

inserted. 
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GPS ANTENNA 

 

 ̧ GPS Antenna can be installed in some of the : 

1. On top od the dashboard, directly below the center of the front 

windshield 

2. Under dashboad, up near the windshield 

3. Under the package shelf below the rear deck window 

4. Under Grill 
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IMPORTANT: For best reception, it must be a location that is not metallic or 

where metallic objects will not be placed on top. 
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GSM ANTENNA 

 

 ̧ The GSM antenna has an adhesive base which should NEVER be attached to 

any metal. 

 ̧ You can stick on plastic, wood, glass,fiber,etc 

 ̧ This antenna can be installed horizaontally or vertically, the latter being 

more convenient 

 ̧ This antenna can not be installed outdoors 

IMPORTANT: Never cut or split the cables of GSM and GPS antennas. 
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GEO-5 Unit 
 

 ̧ You can installed GEO-5 under the dashboard which usually hosts the fuse 

box, thereby simplifying the wiring. (Access to fuel pump fuse, 12V power 

supply, ignition supply, etc) 

 ̧ This device is designed to be installed inside the cabin of the vehicle, 

protected from water, dust and extreme temperature. 

 ̧ Never install GEO-5 in the engine compartment where it may get wet or 

condense moisture inside 

 ̧ Do not let GEO-5 loose or let it dangle, glue it to a base or fasten it tightly 

with the cables using a plastic strap 
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MAIN CABLE SET WIRING 

 ̧ Connect the cable to the power outlet of the GEO-5  

The red wire from the cable must be connected to a power source of 12 ς 24V. 

 ̧ The black wire must be connected to ground. 

 ̧ The pink wire must be connected to the car ignition. 

 ̧  
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AUDIO CABLE SET WIRING 
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RELAY WIRING FOR BLOCKING/UNBLOCKING ENGINE 

 

Black cable =Pin 87   

White cable = Pin 87a 

Red cable = Pin 30 

Blue cable = Pin 86 

Orange cable = Pin 85 

 ̧ GEO-5 Package includes 1 relay set that can be installed to block the engine 

when controlled by one of the outputs of GEO-5. (Cable yellow or brown) 

 ̧ To install the relay, we must cut the supply cable of fuel pump and insert the 

relay. This cable can be found easily in the fuse box of the vehicle. 

 ̧ Installation: 

1. Identify the the fuel pump fuse in the fuse box 

2. Open box to find out cables that are connected to fuel pump fuse 

3. Cut one of the two wires that are connected to the fuel pump fuse and 
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connect one end to the white cable of the relay and the other end to the 

red cable of the relay. (Pin 30 and pin 87a) 

4. Connect the orange cable of the relay to the output (yellow or brown 

wire) of main cable set of GEO-5 and finally connect blue cable of the 

relay to the red wire of the the main cable set of GEO-5 (+ 12V ) 

 ̧ When you activate the ouput, relay is energized and the fuel pump will shut 

down. The engine of the vehicle will run for a few seconds and then stop 

 

 

 

Door Unlock 

To use the relay to perform door unlock operation through outputs of GEO-5, it 

depends on the vehicle brand and model. (Could be a Ground pulse or a VCC 

pulse) 

For this you will use pin 30 and pin 87 on the the relay switch. 
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COMPLETE GEO-5 WIRING EXAMPLE 
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VERIFICATION OF HARDWARE INSTALLATION 

To verify if the device is installed correctly, both GSM and GPS led should turn 

green. (Please note, if the vehicle is located inside a building or garage, the GPS 

led might be red) 

If one of them is red, it means that the device cannot receive any GSM or GPS 

signal. In that case, please verify and make sure the antennas were installed 

properly. 

 

IMPORTANT 

Please make sure that the GSM Led is green before you continue setting up 

your device using WebtraQ. 

. 

SYSTEM REQUIREMENTS FOR ONLINE TRACKING 

 ̧ Internet connection 

 ̧ Recommended Web Browser : Mozilla Firefox, Internet Explorer 

 

ACCOUNT CREATION 

 ̧ Open your web browser and type in the following address into the address 

bar: http://www.traqlogic.com/ tracking 

 ̧ Click on άCreate New Accountέ. 
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 ̧ Carefully read the Agreement. 

 ̧ If you do not agree with the terms of the Agreement, click on the άCancelέ 

button.  
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 ̧ If you agree to the terms of the Agreement, check the άI Agreeέ box. 

 ̧ Once you click on άI Agreeέ, the άContinueέ button will appear and become 

clickable. 

 ̧ Click on the άContinueέ button. 
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 ̧ After clicking on the άContinueέ button, you will be asked to create an 

account by submitting some basic information. All fields must be completed. 

You can also select you language of preference. 

 ̧ After you have entered all the required information, click on άCreate 

Accountέ. 
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 ̧ Once your account has been created, you will see a confirmation message 

near the button of the screen.  

 ̧ Click on the άContinueέ to proceed to the next stage. 
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ADDING A NEW DEVICE 
 

 ̧ After clicking on the άContinueέ button, you will be taken to the άLive Mapέ 

page. Proceed to click on the άDeviceέ tab. 
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 ̧ Once on the Device page, click on άAdd New Deviceέ. 
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 ̧ After you click on άAdd New Deviceέ, the screen below will pop up. Complete 

the fields in accordance with the instructions. [NOTE: You may obtain the 

Device ID and Registration Code from the seller.] 

 ̧ Click on άSave Changesέ when done. [NOTE: If you are unable to write in the 

fields, right click on the box first and the cursor will appear.] 

 ̧ Once the details have been successfully saved, a confirmation message will 

appear near the button of the screen. 

 ̧ Click on άYesέ to proceed to the set-up (configuration) stage. 
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SET-UP (CONFIGURATION) 

 ̧ IMPORTANT: Before starting the set-up (configuration) of your device, you 

must first go through the steps indicated in the άSIM CARDέ section at the 

beginning of this document. 

 ̧ You are provided with 3 free SMS credits to assist you in the set-up of your 

device. [NOTE: the number of free SMS credits is subject to change without 

prior notice] 

 ̧ On the Device Setup page, you will be asked to complete two steps. 
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 ̧ Step 1 ς GPRS Configuration: In this step, you will set up the GPRS 

configuration of your device. Enter the appropriate information into the 

fields. [NOTE: If your telecom company does not have a άGPRS Userέ and 

άGPRS Passwordέ, then the corresponding fields can be left blank.] 

 

  

 

 ̧ (Step 1 Continued) Click on άSend Commandsέ once the fields are 

completed. 

 ̧ (Step 1 - Continued) After clicking on άSend Commandsέ, you will see a 

request for confirmation. 

 ̧ (Step 1 - Continued) Click on άConfirmέ to finalize the configuration and send 

off the commands. Otherwise, click on άCancelέ. 

 ̧ (Step 1 ς Continued) After clicking on άConfirmέ, please wait at least 2 

minutes before proceeding to Step 2. This is to give the device enough time 

to receive the command and integrate it.  
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 ̧ Step 2 ς Server & Report Configuration: The Server IP and Server Port 

information has already been preset for you. You only need to enter the 

desired report interval. Click on άSend Commandsέ once done and press on 

άConfirmέ to finalize your configuration as with Step 1 above. 

 

άReport Intervalέ means the frequency at which your GEO-5 will report back 

to the server. 

 

 ̧ (Step 2 ς Continued) After clicking on άConfirmέ, please wait at least 2 
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minutes. This is to give the device enough time to receive the command and 

integrate it. 

 

 

 

REAL TIME TRACKING 

 ̧ Click on the ά[ƛǾŜ Mapέ tab. 

 ̧ Check the άAutomatic Updateέ box. 

 ̧ The icon representing the device will move its position according to the GPS 

coordinates sent back by the device and at the configured time interval. 

 ̧ If you have multiple devices, you can focus on one single device by selecting 

the Device Name and checking the άFocus on Selected Deviceέ box. 
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ROUTE HISTORY 

 ̧ Click on the άMonitoring Listέ tab. 

 ̧ Once on the Monitoring List page, click on άRoute / Historyέ of the device 

you wish to monitor. 
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 ̧ After you click on άRoute / Historyέ, the last fixed positions of your device 

will be shown automatically by default. 
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 ̧ You can search the routes of the device by date, hour and minute. You can 

also choose to view the fixed and/or non-fixed positions. 

 


